
PP IMPACTCOPOLYMER
REGIONCHINA

DESCRIPTION
PP EP300M is a copolymer for injection moulding . The product offers an excellent balance of stiffness, impact strength and processability.

TYPICALAPPLICATIONS
PP EP300M is typically used in crates, housewares and automotive parts.

TYPICALPROPERTYVALUES

HEALTH, SAFETYANDFOODCONTACTREGULATIONS
The product mentioned herein is in particular not tested and therefore not validated for use in pharmaceutical/ medical applications

STORAGEANDHANDLING
Polypropylene resin should be stored in a manner to prevent a direct exposure to sunlight and/or heat. The storage area should also be dry and preferably
do not exceed 50°C. we would not give warranty to bad storage conditions which may lead to quality deterioration such as color change, bad smell and
inadequate product performance. It is advisable to process PP resin within 6 months after delivery.

DISCLAIMER
Any sale by Zhejiang Petroleum and chemical Co.,Ltd , its subsidiaries and affiliates (each a “seller”), is made exclusively under seller’s standard conditions of sale (available
upon request) unless agreed otherwise in writing and signed on behalf of the seller. While the information contained herein is given in good faith, SELLER MAKES NO
WARRANTY,EXPRESSOR IMPLIED, INCLUDING MERCHANTABILITYANDNONINFRINGEMENTOF INTELLECTUALPROPERTY,NORASSUMESANYLIABILITY,DIRECTOR
INDIRECT,WITHRESPECTTOTHEPERFORMANCE, SUITABILITYORFITNESSFOR INTENDEDUSEORPURPOSEOFTHESEPRODUCTS INANYAPPLICATION.Each customer
must determine the suitability of seller materials for the customer’s particular use through appropriate testing and analysis. No statement by seller concerning a possible use
of any product, service or design is intended, or should be construed, to grant any license under any patent or other intellectual property right.

Product Property Specification Typical Value Test Method

Appearance

Colored pellets number of pellets/kg ≤10 0
SH/ T1541.1

Small and Large pellets, g/kg ≤100 0.1

Melt Flow Rate (2.16kg), g/10min) 8.0~12.0 8.5 GB/T 3682.1

Tensile Strength at Yield, Mpa ≥17.0 21 GB/T 1040.2

Flexural modulus, Mpa ≥800 1000 GB/T 9341

Izod impact strength notched, at 23°C KJ/m2 ≥9.0 17 GB/T 1043.2

Yellow Index ≤4.0 -4.0 HG/T 3862
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